CAT5E STP BULK CABLE EEMECX

NYLON CABLE TIE POWER CABLES
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Constructoion

iModel No, INDOOR CA
{Conductor HMAWG
' 4P 2°0.51mm

{
:'Enndur:tw material

jNumber of conductor 4P, 8 Conductors

(Shiled FTP(AL foil shielded) NN RS
[Insulation material Mew PE HDPE \._ A% \
Jacket material ROHS/LSZH 75 degree PYE ’\ ] ‘\

[Flammability grade CMX.CMG,CPG,CMR,MPR m ﬁ "L

{DC resistance {(Max.} 9.5/ 100m "'lﬁ_' | m X

le.'..' Resistance Imbalance 2.50%

Working Capacitance(Max.) 5. AnF/ 100m

E[ns uiatie?ﬁe&i&[umz - 10000M . km i
!_Tranﬁmisﬁinn \l'elncit}r B5%%0

{Operating temperation -20ta 75T

Technical Performance

Frequency Attenuation EL Mext PS5 Mext
(MHZ) (dB/100m) d(B) (dB) {db/100m}
1 2 20 65.3 i Je3 s
1 4.1 23 56.3 F 543
8 5.8 24.5 52.4 - 50.5
10 6.6 25 51.3 | LR
16 8.2 25 49.3 | 474
20 9.3 25 48.8 " 169
25 10.4 24 45.3 | 43.4
31.25 117 23 43 | | 41.8
62.5 17 21 39.2 | 27.2
100 22 20 36.3 344

EMECX CABLE www.grupoyllaconza.com

www.condusur.com.pe

@copyringht 2015 Grupo Emecx.




